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SURVEY NOTES:

RIGHT OF WAY TO IROQUOIS GAS CORPORATION
RECORDED IN UBER 7291, PAGE 177

AFFECTS THIS SURVEY NORTH OF THE SOUTH
LINE OF LCT 356.

2. EASEMENT TO NEW YORK STATE ELECTRIC & GAS
CORPORATION RECORDED IN UBER 7357, PAGE 519
AFFECTS THIS SURVEY.

3. 4 BENCHMARK
MONUMENT TWS—81
ELEV=716.98

THIS SURVEY WAS PREPARED WTHOUT THE
BENEFIT OF AN UP—-TO-DATE ABSTRACT OF
TITLE AND IS SUBJECT TO ANY STATE OF
FACTS THAT MAY BE REVEALED BY AN
EXAMINATION OFf SUCH.

NOTES

EXISTING CATCH BASIN (CB-1 AND CB-2) SHALL BE REINSTALLED
NEW mu\:{xo algVERT ELEVAJIEONBSE. THE l%WVERENCE BETWEEN THE &ﬁ%cr
AND IN VATIONS HA EN MAINTAINED FROM EXISTING T OSED
CONDI TIONS. g ¢ 10 PROP

), £XISTING 2 TREES TO BE REMOVED AND PROTECTED FOR REPLANTING.

5. ALL WORK TO CONFORM TO TOWN OF WEST SENECA CODES, REQUIREMENTS AND
STANDARD SPECIFICATIONS. ANY PERMITS AND/OR LICENSES NECESSARY
SOR THE EXECUTION FOR THE WORK SHALL BE SECURED AND PAID FOR BY THE
CONTRACTOR.

{ THE LOCATION OF UTHUTIES AND OTHER FEATURES, AS SHOWN ON THE PLANS
ARE FROM THE BEST INFORMATION MADE AVAILABLE. IT IS THE CONTRACTORS
RESPONSIBILITY TO FIELD INVESTIGATE AND VERIFY THE EXACT LOCATION OF
UTIUTIES AND OTHER SIGNIFICANT FEATURES PRIOR TO START OF CONSTRUCTION
IN ORDER TO AVOID POTENTIAL CONFLICTS. DAMAGE TO EXISTING UTIUTIES
SHALL BE REPAIRED AT THE CONTRACTORS EXPENSE.

5. THE CONTRACTOR SHALL COMPLY WATH ALL PROVISIONS AT TH
CODE RULE 5%?40 T™E Ng“s p{ucu VOLTAGE PRO)OmTif ACT. £ NYS INDUSTRIAL

6. THE CONTRACTOR SHALL COMPLY WTH ALL APPUCABLE FEDER
LOCAL STATUES REGARDING THE PREVENTION, CONTROL AND &Tw% SF”D
SON. ERQSION, SEDMMENTATION AND WATER POLLUTION. ALL EROSION AND
SEDWENT CONTROL MEASURES/PRACTICES SHALL BE INSPECTED WEEKLY AND
AFTER EACH RAINFALL NEEDED REPAIRS TO BE MADE IMMEDIATELY.

7. CONSTRUCTION N ACCORDANCE WITH TOWN CONSTRUCTION SPECIFICATIONS
WHERE APPUCABLE AND/OR SUBJECT TO THE LATEST REVISIONS BY THE
TOWN ENGINEER.

8. GRADING SHALL BE KEPT WITHIN THE UMIT SHOWN ON THE GRADING PLAN.
CONTRACTOR SHALL PROTECT EXISTING TREES AND VEGETATION OUTSIDE THE
UMITS OF GRADING.

DELAVAN INDUSTRIES

PROJECT NAME

2
x
<
o
a

THIS SHEET ISSUED JULY 18, 1999

e bml” ™ CPA

9. THE LOCATION OF THE GAS UINE ALONG THE WEST PROPERTY UNE IS APPROXIMATE
ONLY EXCAVATION OF A TEST PiT, IN THE PRESENCE OF THE UTUTY
REPRESENTATIVE, IS RECOMMEDED TO DETERMINE THE DEPTH OF THE UNE AND HOW

| 1T MPACTS THE PROPOSED WIDENING AND REGRADING OF THE DRIVEWAY.
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